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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES

SECTION SF 30- BLOCK 14 CONTINUATION PAGE

The following have been added by full text:
AMENDMENT #2

SPECIFICATIONS

1.) Thefollowing SPECIFICATION hasbeen REVISED asindicated below.

Section 08905, | nsulated Transucent Fiber glass Sandwich Panel Wall System

In Paragraph 2.1.1.c, CHANGE the word crystal to rose (Contractor to field verify and match existing.)

BIDDER’'S QUESTIONS AND GOVERNMENT REPLY

(Questions that may be of general interest of all bidders/Government and that are not readily answered by the
proceeding changes will appear below. These questions may have been paraphrased or altered to represent several
questions regarding the same subject and/or clarify and simplify the question(s). Questions and answers are issued
to the Offerors/Bidders for information only.)

Q1. Thereis anote on drawing FD.02 that references work by 1823 contractor. Please verify that none of this work
isto be done as part of this contract.

Al: Work identified as by the Building 1823 Contractor is not a part of this Contract. Coordinate with the
Contracting Officer if the Building 1823 work is not completed when work under this contract commences.

Q2: Drawing F2.02 showsthe 1" springsto be removed and replaced with 1%~ springs. This can't be done without
either replacing the branch line fitting from a |" outlet to a1 %”” outlet or by using a1l %”” by 1" reducer. The

specifications 3.1.1.3 page 15, section 13955A prohibit ““extra fittings". Please clarify if the reducers get installed
or if the branch line Teefittings get replaced.

A2: Where 1" sprigs are replaced with 1.5” sprigs, the branch line fittings shall be replaced with new 1.5” outlet tee
fittings, for conformance with Paragraph 3.1.1.3. Arrangement shall be indicated in the hydraulic calculations.

Q3: Arethefire pumpsto be flow tested under this contract?

A3: The fire pumps will not be flow tested under this Contract. Flow tests have been performed and test datais
shown on F1.01. Thistest datashall be used for the water supply in the hydraulic calculations.

Q4: The specifications are alittle unclear as to what is required for AFFF solution testing. Note 3.4.3 on page 17 of
section 13955A says ““nozzles shall be discharged tested with water only for proper operation and coverage.
Existing oscillating nozzles shall be operated to verify that...”” Note 3.4.4 on page 18 of section 13955A says
““The complete AFFF concentrate system shall be adjusted and tested to assure proper operation.”” Note C under
that item says "collection of AFFF samples and testing with a conductivity meter to verify proportioning accuracy
(al modified systems)." Note 3.5.1 on page 19 of section 13955A says ““...the system shall be automatically
actuated and allowed to discharge for a period of at least one minute prior to shutting the system off.”” Note 3.5.3
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on page 20 of section 13955A says ““each AFFF proportioner on modified systems shall be flow tested to determine
that proportioning accuracy is within specified limits. Each proportioner supplying sprinkler systems with closed
heads shall be tested at two flow rates; the minimum flow rate specified in the manufacturers published data and a
flow rate at least four times the minimum. Each proportioner supplying a deluge system or a nozzle system shall be
tested at the design flow rate.

Please verify which if any proportioners need to be flow tested?

A4: Proportioners to be flow tested are those serving Bays B and C underwing nozzles, and overhead preaction
zones B1, B2, and C1. Testing requirements apply to new and modified equipment and system modifications.

Q5: If any of the proportioners need to be tested can Planet Safe (an alternative test liquid) be used instead or A FFF
concentrate?

A5 All testing indicated in 13955, Paragraph 3.4.4 and 3.5.3 shall utilize AFFF concentrate. Alternative test
liquids are not acceptable.

Q6: Please verify that the existing AFFF concentrate tanks are full and that the only concentrate that the contractor
needs to supply for this project iswhat will be used for testing.

A6: The AFFF concentrate tank shall be considered “full” to the 3,000 gallon level at the beginning of construction.

After completion of construction and final testing, the Contractor shall return the tank to its “full” level and fill the
solution piping, returning the system to fully operational status.

Q7: How long are the existing springs on drawing F2.02?
A7: Sprinkler head deflector distance for the hangar preaction system is between 1 and 6 inches below structural

members, to a maximum of 22” below the roof deck, per NFPA 13 (1994) for beam and girder construction. Sheet
FD.02, general note for all sheets, all work, indicates the Contractor shall field verify all dimensions.

Q8: Do the expansion tanks get mounted on the floor or suspended as shown on drawing F6.01 detail 1?
A8: Tanks shall be floor mounted. Expansion tanks are provided with seismic support stands for floor mounting in

areas subject to earthquakes per NFPA 13. Sheet FP601 is a schematic diagram illustrating the schematic
relationship of the expansion tank to theriser.

Q9: Aretamper switches required on the new control valves for the surge suppression tanks?

A9: Per Section 13955, Paragraph 22.5.8.d, valves shall be locked open. Tamper switch is not indicated for surge
and expansion tank isolation valves per Sheet F6.01 or E5.04.

Q10: It appears there is only one manufacturer of the expansion and surge suppression tanks that meet the
specifications and the cost of these tanksis extremely high. Is Y oung Engineering the only acceptable manufacturer
of the tanks? If not who else is acceptable?

A10: Tanksshall be UL listed or FM approved, meeting the requirements of Section13955, Paragraph 2.5.8.

Q11: Theletters PS arelocated in adiamond on Detail 1 of Drawing F6.01. What does this refer to?

A1l: PSinsideadiamond and PSinside a square are both symbolsfor a pressure switch.
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Q12: Have the check valves in Note 2 on Drawing F6.01 been aready installed or does that work get done as part
of this contract?

A12: Check valve referred toin Note 2 isexisting. No new work required by note 2.

Q13: Has the check valve in Note 3 on Drawing F6.01 been aready installed or does that work get done as part of
this contract?

A13: Check valve referred toin Note 3isexisting. No new work required by note 3.

Q14: Note SD-10 on Page 7 of Section 13955A is requiring a description of the overall fire protection system. Is
that correct or can t they only contain the items that were installed as part of this contract?

Al4: O&M Manuals shall contain schematics, descriptions, operating and maintenance information, etc. of
equipment installed and subsystems modified in this Contract. A brief narrative description of the sequence of
operation of the overall fire protection system is required to provide an understanding of the function of the
modified sub-systems. Operating pressures for pumps, valves and other equipment not provided or modified in this
contract will be provided by others.

(End of Summary of Changes)



